


N E X T  G E N E R A T I O N  O F  M A R I N E  S P E A K E R S  A N D  S U B W O O F E R S
W I T H  C O L O R  O P T I X ™  L I G H T I N G



V e r s a S w i t c h ™
Switching  between 1 and 4 ohms  
or 2 and 8 ohms is now as easy as flipping 
a switch, no need for additional wiring

T r u e  M a r i n e  E c o s y s t e m
Integrated Deutsch™ and Amphenol™ 
connections provide industry leading 
marine plug-and-play connectivity



T w e e t e r

S p e a k e r s
Color Optix™

Adjust your own color experience with the 
Rockford Fosgate Color Optix™ plug and 

play controller and App (Sold Separately)

True Marine Ecosystem
Integrated Deutsch™ and Amphenol™ 
connections provide industry leading 

marine plug-and-play connectivity

Loudest Coaxial Marine Speakers
M2 delivers exceptional power handling 
and is designed to work with the most 

powerful of amplifiers

M2-65 & M2-65B M2-8 & M2-8B
• Power Handling: 

150 Watts RMS / 600 Watts Peak
• Frequency Response: 40-24kHz
• Sensitivity: 91.8 dB
• Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: 2.7 lbs / 1.23 kg
• 2 Year Warranty

• Power Handling: 
250 Watts RMS / 1000 Watts Peak

• Frequency Response: 35-24kHz
• Sensitivity: 93.1 dB
• Nominal Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: 4.85 lbs / 2.2 kg
• 2 Year Warranty

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

F e at u r e s

High Efficiency
Now you can easily increase the sonic 

performance by adding the M2 component 
tweeter kit to your Element ReadyTM M2 Speakers

Ultimate Customization
This kit includes a black flush mounting kit, 
a white horn loading mount and features a 

stainless-steel grill mesh

External Crossover
The audiophile grade, fully sealed,  

external crossover fine tunes the speakers 
so they deliver the best in class sound

F e at u r e s

M2-TS
• Power Handling: 

200 Watts RMS / 800 Watts Peak
• Frequency Response: 1425-25kHz
• Sensitivity: 97 dB
• Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: .11 lbs / .05 kg
• 2 Year Warranty

S p e c i f i c a t i o n s



S U B W O O F E R S
Color Optix™

Adjust your own color experience with the 
Rockford Fosgate Color Optix™ plug and 

play controller and App (Sold Separately)

True Marine Ecosystem
Integrated Deutsch™ and Amphenol™ 
connections provide industry leading 

marine plug-and-play connectivity

VersaSwitch™
Switching  between 1 and 4 ohms or 2 and 
8 ohms is now as easy as flipping a switch, 

no need for additional wiring

M2D2-10I & M2D2-10IB M2D4-10I & M2D4-10IB
• Power Handling: 

400 Watts RMS / 1600 Watts Peak
• Frequency Response: 20-750Hz
• Sensitivity: 90.3 dB
• Nominal Impedance:

1 and 4 ohm (switchable)
• Voice Coil Size: 2” / 50.8mm
• Weight: 11.9 lbs / 5.26 kg
• 2 Year Warranty

• Power Handling: 
400 Watts RMS / 1600 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 90.3 dB
• Nominal Impedance:

2 and 8 ohm (switchable)
• Voice Coil Size: 2” / 50.8mm
• Weight: 11.9 lbs / 5.26 kg
• 2 Year Warranty

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

F e at u r e s

T E C H

Color optixTM controller
 Take complete lighting command and set the stage 

with infinite RGB LED color options

INTRODUCING

Color Optix™ ControllerRF Connect App



S p e a k e r s
Color Optix™

Adjust your own color experience with the 
Rockford Fosgate Color Optix™ plug and 

play controller and App (Sold Separately)

True Marine Ecosystem
Integrated Deutsch™ and Amphenol™ 
connections provide industry leading 

marine plug-and-play connectivity

Output Now Optimized
Whether you’re using source unit or 

amplifier power, M1 still delivers 
   loud, clear, and accurate sound

M1-6 & M1-6B M1-65 & M1-65B

M1-8 & M1-8B

• Power Handling: 
75 Watts RMS / 300 Watts Peak

• Frequency Response: 42-22kHz
• Sensitivity: 89 dB
• Nominal Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: 2.3 lbs / 1.05 kg
• 2 Year Warranty

• Power Handling: 
75 Watts RMS / 300 Watts Peak

• Frequency Response: 38-22kHz
• Sensitivity: 90 dB
• Nominal Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: 4.75 lbs / 2.16 kg
• 2 Year Warranty

• Power Handling: 
150 Watts RMS / 600 Watts Peak

• Frequency Response: 35-22kHz
• Sensitivity: 92 dB
• Nominal Impedance: 4 ohm
• Tweeter Size: 1” / 25.4mm
• Weight: 9.25 lbs / 4.20 kg
• 2 Year Warranty

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

S p e c i f i c a t i o n s

F e at u r e s

Color optixTM controller
 Take complete lighting command and set the stage 

with infinite RGB LED color options

INTRODUCING

Color Optix™ ControllerRF Connect App

T E C H



S U B W O O F E R S
Color Optix™

Adjust your own color experience with the 
Rockford Fosgate Color Optix™ plug and 

play controller and App (Sold Separately)

True Marine Ecosystem
Integrated Deutsch™ and Amphenol™ 
connections provide industry leading 

marine plug-and-play connectivity

VersaSwitch™
Switching  between 1 and 4 ohms or 2 and 
8 ohms is now as easy as flipping a switch, 

no need for additional wiring

M1D2-8 & M1D2-8B M1D4-8 & M1D4-8B

M1D2-10 & M1D2-10B M1D4-10 & M1D4-10B

M1D2-12 & M1D2-12B M1D4-12 & M1D4-12B

• Power Handling: 
150 Watts RMS / 600 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 87.5 dB
• Nominal Impedance: 

1 and 4 ohm (switchable)
• Voice Coil Size: 1.5” / 38.6mm
• Weight: 4.6 lbs / 2.10 kg
• 2 Year Warranty

• Power Handling: 
150 Watts RMS / 600 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 87.5 dB
• Nominal Impedance:
2 and 8 ohm (switchable)
• Voice Coil Size: 1.5” / 38.6mm
• Weight: 4.6 lbs / 2.10 kg
• 2 Year Warranty

• Power Handling: 
300 Watts RMS / 1200 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 91.5 dB
• Nominal Impedance: 

1 and 4 ohm (switchable)
• Voice Coil Size: 2” / 50mm
• Weight: 8.6 lbs / 3.9 kg
• 2 Year Warranty

• Power Handling: 
300 Watts RMS / 1200 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 91.5 dB
• Nominal Impedance: 

2 and 8 ohm (switchable)
• Voice Coil Size: 2” / 50mm
• Weight: 8.6 lbs / 3.9 kg
• 2 Year Warranty

• Power Handling: 
300 Watts RMS / 1200 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 92 dB
• Nominal Impedance:

1 and 4 ohm (switchable)
• Voice Coil Size: 2” / 50mm
• Weight: 9 lbs / 4.1 kg
• 2 Year Warranty

• Power Handling: 
300 Watts RMS / 1200 Watts Peak

• Frequency Response: 20-750Hz
• Sensitivity: 92 dB
• Nominal Impedance:

2 and 8 ohm (switchable)
• Voice Coil Size: 2” / 50mm
• Weight: 9 lbs / 4.1 kg
• 2 Year Warranty

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

S p e c i f i c a t i o n s S p e c i f i c a t i o n s

F e at u r e s
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